
Use
Joint-free microfilm covering for:
- Wallcrete texturing agent
- Wallpaper® texturing agent
- previous ceramic coatings, glass mosaic, natural stone.
- fine-grain trowelled cementitious stable plaster
- appropriately primed gypsum-based plasters/renders

For internal use. Use in domestic, shower, commercial and industrial environments.

Do not use
On floor. On cold ceramic surfaces (< +10 °C), on damp surfaces, such as the coatings of tanks, containers for liquids, and in the 
presence of rising damp. Do not use more than 1.5 hours after mixing.

AREAS OF USE
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KERAKOLL DESIGN HOUSE

Preparation of substrates
Before applying the Microresina® (micro resin) Wall microfilm, check that the substrates are stable and perfectly anchored.. Substrates 
must be perfectly dry. Any residual rising damp or water can cause vapour pressure to accumulate, which may cause the Microresina® 
Wall microfilm to debond.
Wallcrete texturing agent: sand the surface with a 180-grain sandpaper to achieve a smooth surface. Apply a first coat of Microresina® 
Wall over the surface, diluted to 30% (by weight) using water. Wait 6 – 8 hours before applying subsequent coats on top (diluted to 5 – 
10% by weight, until the desired coverage is achieved).
Wallcrete texturing agent with Wallcrete Aquastop: sand the surface with a 180-grain sandpaper to achieve a smooth surface. Apply a 
first coat diluted to 10% (by weight) using water. Wait 6 – 8 hours before applying subsequent coats on top (diluted to 5 – 10% by weight, 
until the desired coverage is achieved).
Wallpaper® texturing agent: sand the surface with a 240-grain sandpaper to achieve a perfectly smooth surface.
Apply a first coat of Microresina® Wall over the surface, diluted to 30% (by weight) using water. Wait 6 – 8 hours before applying 
subsequent coats on top. Before proceeding with subsequent coats, check the planarity of the surfaces, and if necessary replaster 
detected defects with the Wallpaper® texturing agent. Wait for the finishing coat to dry completely, and then sand again with a 240-grain 
sandpaper. Clean, and then proceed with application of subsequent coats (diluted to 5 – 10% by weight, until achieving the desired 
coverage).

INSTRUCTIONS FOR USE

New generation, water-based polymer matrix Microresina® (micro resin) for 
joint-free Wallcrete, Wallpaper® coverings and redesign of existing ceramic 
coatings, ideal for use in GreenBuilding.

New generation, water-based polymer matrix Microresina® for continuous 
Wallcrete, Wallpaper® coverings and for the redesign of existing vertical 
coatings, ideal for use in GreenBuilding. Elastic microfilm for high performance. 
Transforms vertical coatings into continuous, non-absorbent, hygienic and 
chromatically uniform surfaces and coats the Wallcrete material texturing 
agents and the Wallpaper® superflat texturing agents. Ideal for the re-design 
of existing vertical coatings in glazed ceramic, porcelain tiles, glass mosaic, 
cement-based marble floor tiles, natural stone and marble. For internal use, in 
domestic and commercial environments. For walls and vertical surfaces. 

• Enhances the textures of the materials it covers

• Protects surfaces, leaving them non-absorbent, 
hygienic, and safe

• Non yellowing

• Extra matt finish

• Silk-touch effect, soft and silky to the touch

PRODUCT STRENGTHS
CO

NTRIBUTES TO

P O I N T SEN 1504-2

*  ÉMISSION DANS L’AIR INTÉRIEUR Information sur le niveau d’émission de substances volatiles dans l’air intérieur, présentant un risque de toxicité par inhalation, sur une 
échelle de classe allant de A+ (très faibles émissions) à C (fortes émissions).
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Microresina® Wall
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Previous ceramic coatings, glass mosaic, natural stone: any dust and loose debris must be removed from joints. The surface of the 
coating material to be decorated must be dry and free from dust or building dirt; any residual protective coatings must first be removed 
using specific products. If there are any chipped or skipped joints, grout with the ready-to-use Keralevel® Eco RP finishing coat and then 
sand and clean the surfaces. Before application, check that the temperature of the ceramic surface is warmer than +10 °C. Clean the 
surface carefully with a cloth soaked in Keragrip Eco Pulep adhesion promoter. On non-absorbent surfaces apply the first coat pure to 
act as an adhesion-promoter. Check that the temperature of the substrate (> +10 °C) and the environmental temperature (> +15 °C) are 
sufficient, and 6 – 12 hours later apply the subsequent coats over it (diluted to 5 – 10% by weight, until desired coverage is achieved). On 
stone coverings or absorbent surfaces, apply a first coat of Microresina® Wall over the entire surface, diluted to 30%.
Fine-grain trowelled cementitious stable plaster: prime the support with Keraplast Eco 337, diluted using water by a ratio of up to 1 : 4 
before applying. Once the primed surface is completely dry, apply a first coat of Microresina® Wall over the surface, diluted to 30% (by 
weight) using water. Wait 6 – 8 hours before applying subsequent coats on top (diluted to 5 – 10% by weight, until the desired coverage 
is achieved)
Gypsum based substrates: gypsum-based plasters/renders must have a ≤ 1% residual moisture measured with a calcium carbide 
hygrometer. Follow the manufacturer's instructions. Check that the base has been applied in a single layer, without fine finishing coats, 
as these may be imperfectly anchored and therefore unsuitable. Using a roller or spreader, apply a coat of Primer A Eco diluted 1 : 4 with 
water. Wait at least 16 h and applying a second coat of Primer A Eco diluted 1 : 2 with water. Wait at least 16 h and applying a first coat 
of Microresina® Wall diluted to 5 – 10%. Wait 6 – 8 hours before applying subsequent coats on top (diluted to 5 – 10% until the desired 
coverage is achieved).

Preparation
Mix part A before use. Add the hardening compound whilst stirring in the ratio part A : part B = 5 : 1.1 (in weight) and mix well until 
completely blended.
For application on non-absorbent surfaces, prepare the first coat pure.
For absorbent surfaces, dilute to 30% with clean water and mix again for application of the first coat to serve as primer or base coat.
For subsequent coats, dilute the product to 5 – 10% using clean water and repeat the application over completely dry product until 
coverage is achieved.
After mixing the product, leave to sit for a few minutes before proceeding with the application.

Application
Microresina® Wall must be applied carefully over the entire surface with a short-bristle roller, such as Roller Plus, or a sponge, brush, 
or spray in two, three, or more coats until desired coverage is achieved (depending on the colour used); dilute the first coat to 30% by 
weight with water to serve as primer for absorbent substrates. For paler colours (WR01 – WR03), 3 – 4 coats (maintaining the coverage 
of 0.1 kg/m2 per coat) may be necessary for a complete coverage if starting from a dark base. On non-absorbent surfaces apply the first 
coat pure. In subsequent coats dilute with ≈ 5 – 10% by weight with water and mix again.
Conditions required for decorating are ambient temperatures between +15 °C and +30 °C and relative humidity lower than 75%. Before 
application, check that the temperature of the ceramic surface is warmer than +10 °C.
On large surfaces, do not cross the roller strokes, keeping the front wet and avoiding passing over areas that have already been covered 
to avoid depositing the pigment in the film, preventing the colour from changing.
Shape the corner with the small roller or brush as you proceed, so that the product can always be laid wet-on-wet. The interval before 
re-application between first and second coats is 6 – 12 hours, and 2 – 12 hours for subsequent coats. Use coverage of ≈ 0.1 kg/m² per 
coat. If more than 12 hours elapses between one coat and the next, sand lightly with a Softpad abrasive before applying the subsequent 
coat.
Do not apply when the substrate is directly exposed to sunlight. After application, the surfaces must be protected against dust, water 
and humidity until the film has dried completely. In cases where different lots of coloured product are used, or when completing a job, it 
is advisable to mix the various quantities together (part A) so as to avoid slight differences in tone.

Cleaning
Residual traces of Microresina® Wall can be removed from tools using water before the product hardens.

INSTRUCTIONS FOR USE

On horizontal surfaces with prolonged contact with water (such as washbasin counter), be careful to proceed with 4 coats of product 
application (with product pure or diluted to a maximum of 5%), following yield of ≈ 0.4 kg/m².
At the end of the applications in environments with frequent contact with water, for sealed plaques, shower boxes and drains use the 
clear transparent Hyperflex® Hybrid sealant. 
For application on gypsum-based or plasterboard surfaces, if necessary, prepare by finishing in advance with Wallpaper® finishing/
texturing agent to smooth the substrate.
Before use acclimatize the product to reach room temperature.
Protect all treated surfaces from rain and strong humidity during the first 48 hours following application.
Especially thick applications of product in a single coat will result in longer full-depth drying times.
Always use clean containers and tools. Use within 1.5 hours from mixing.
once opened, the pack must be used as quickly as possible.
The photographic images in the Kerakoll Design House catalogue and on the www.kerakolldesignhouse.com site as well as the colour 
chart samples provided are for general indication only.
The Kerakoll Design House surfaces in different materials have different tone, saturation, and lightness. Use material from a single 
production batch for each project.
Materials coming from different batches may have variations in tonality and colour.
The surface Texture of Kerakoll Design House is characterised by marbling, discontinuous material vibrations, and natural irregularities 
resulting from handmade craftsmanship that is carried out during implementation.

SPECIAL NOTES



Appearance:
- part A coloured liquid (WR01 – WR10)
- part B transparent liquid
Volumetric mass A+B 1.11 kg/ℓ
Chemical nature two-component polyurethane emulsion, dispersed in water
Pack part A bucket 2.5 kg and 1.25 kg / part B bottle 0.55 kg and 0.275 kg
Working time of mixture  ≤ 1.5 hr
Shelf life  ≈ 12 months in the original packaging
Warning  protect from frost, avoid direct exposure to sunlight and sources of heat
Mixing ratio  part A : part B = 5 : 1.1
Dilution  water
Temperature range for application  from +15 °C to +30 °C
Sheen ≈ 10 gloss
Humidity of the substrate ≤ 2%
Temperature of the substrate ≥ +10 °C
Waiting time between 1st and 2nd coat 6 - 12 hrs
Waiting time between subsequent coats 2 – 12 hrs
Working time of mixture ≈ 1.5 hrs after mixing
Dust free ≈ 30 min.
Dilution with water:
- on non-absorbent substrates 0 – 10% by volume
- on absorbent substrates 0 – 30% by volume
Touch-dry ≈ 1 hr
Coverage per coat ≈ 0.1 kg/m2

Values taken at +23 °C, 50% R.H. and no ventilation. Data may vary depending on specific conditions at the building site, i.e. temperature, ventilation and absorbency level of the 
substrate

TECHNICAL DATA COMPLIANT WITH KERAKOLL QUALITY STANDARD
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Next-generation elastic Microresina® microfilm with coloured water polymer matrix for joint-free coverage in Wallcrete, Wallpaper®, 
and re-design of existing ceramics, through application by brush, roller, or spray in decorative water-based opaque Microresina® based 
on polyurethane binders dispersed in water, highly protective against aggressive substances and scratch-resistant, with excellent 
adhesion on cement-based finishing products, existing ceramic, glass mosaic, natural stone, 100% according to DIN 53151/ISO 2409/
ASTM D 3359, non-toxic according to EN 71-3, compliant with HACCP/reg. EC 852/2004 system for food hygiene products, will be 
executed with liquid organic finish compliant with Directive 2004/42/EC, GreenBuilding Rating® 1, such as Microresina® Wall by Kerakoll 
Spa, applied by roller in three coats of ≈ 0.1 kg/m² per coat.

ABSTRACT

HIGH-TECH
Conformity Compliant EN 1504-2
Scratch resistance 2 kg (excellent) ISO 1518 Clements Test
Chemical resistance Class 5 (excellent) stain-proof and resistant to aggressive substances EN 12720
Adhesion test 100% on ceramic tiles DIN 53151/ISO 2409/ASTM D 3359
Non-toxic  Compliant  EN 71-3
Suitable for covering environments intended for food preparation Compliant HACCP UNI 11021-2002
Values taken at +20 °C, 65% R.H.and no ventilation. Data may vary depending on specific conditions at the building site.

PERFORMANCE



KERAKOLL S.p.a.
Via dell’Artigianato, 9 - 41049 Sassuolo (MO) Italy 
Tel +39 0536 816 511 - Fax +39 0536 816 581
info@kerakoll.com - www.kerakoll.com

The Rating classifications refer to the GreenBuilding Rating® Manual 2013. This information was last updated in July 2019 (ref. GBR Data Report - 08.19); please note that additions and/or amendments may be made over time by KERAKOLL 
SpA; for the latest version, see www.kerakoll.com. KERAKOLL SpA shall therefore be liable for the validity, accuracy and updating of information provided only when taken directly from its institutional website. The technical data sheet given 
here is based on our technical and practical knowledge. As it is not possible for us to directly check the conditions in your building yards and the execution of the work, this information represents general indications that do not bind Kerakoll 
in any way. Therefore, it is advisable to perform a preliminary test to verify the suitability of the product for your purposes.

ISO 9001
CERTIFIED
IT10/0327

ISO 14001
CERTIFIED

IT242729/UK

BS 18001
CERTIFIED

IT255412/UK

- Product for professional use
- abide by any standards and national regulations
- use at temperatures between +5 °C and +30 °C
- apply on dry substrates
- do not add binders or additives
- protect from direct sunlight and currents of air for the first 6 hours
- do not apply on dirty or loose surfaces
- dispose of as indicated in applicable legislation
- protect any surfaces and objects in the application area from accidental contact with the product
- if necessary, ask for the safety data sheet
- for any other issues, contact the Kerakoll Worldwide Global Service +39 0536 811 516 - globalservice@kerakoll.com

WARNING
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