
Use
Reduced-thickness fluid waterproofing product for:
- Wallcrete material texturing agents
- Wallzero support in the Wallpaper® cycle in damp environments (showers)

Internal use in domestic, shower areas, commercial and industrial environments.

Do not use
On floors and external applications, on fresh or not appropriately cured substrates, on dirty, non-cohesive substrates, on old paint layers 
or lime putty coverings, inconsistent substrates, with a high level of flexibility and thermal expansion, on wet substrates, on substrates 
subject to moisture rising with a residual humidity value greater than 2% CM. As the coatings of tanks, containers for liquids.

AREAS OF USE
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Preparation of substrates
Sand the surface of Wallcrete texturing agent with a 180-grain sandpaper to achieve a smooth surface and carefully clean.

Preparation
Wallcrete Aquastop is ready-to-use immediately. Shake the can before use in order to obtain the best possible viscosity during 
application. Dilute to 30% with clean water and mix again for application of the first coat to serve as consolidating base coat. The 
product is applied without being diluted for the subsequent and final coat.

Application
Apply with a brush in two coats, dilute the first coat with water to 30% by weight to ensure the maximum penetration in the Wallcrete 
covering. Apply the product with a flat brush from the bottom to the top continuously avoiding any percolation. Apply the product well 
with a flat brush checking not to leave any accumulations. After ≈ 1 hour apply the second coat, neat, on all the surface. Apply the 
product well checking not to leave any brush strokes. Coverage per 2 coats ≈ 0.1 kg/m2. Wait ≈ 3 – 12 hours before overlaying with 
Microresina® Wall product. Make sure the film of Wallcrete Aquastop has hardened and is 'touch dry'.

Cleaning
Residual traces of Wallcrete Aquastop can be removed from tools using water before the product hardens.

INSTRUCTIONS FOR USE

KERAKOLL DESIGN HOUSE

• Ideal for waterproofing Wallcrete and Wallpaper® 
coverings in environments with frequent contact with 
water

• Easy to apply with a brush

• Rapid drying and overlaying

• Waterproofing film

• Single-component, water-based

PRODUCT STRENGTHS

Waterproofing product for Wallcrete in damp environments, ideal for use in 
GreenBuilding.

Impregnates and consolidates the material texturing agent Wallcrete, 
guaranteeing waterproofing over time. To be applied on Wallcrete before 
applying Microresina® and on Wallzero before the Wallpaper® cycle. For 
internal use, in domestic and commercial environments. For walls and vertical 
surfaces. 
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*  ÉMISSION DANS L’AIR INTÉRIEUR Information sur le niveau d’émission de substances volatiles dans l’air intérieur, présentant un risque de toxicité par inhalation, sur une 
échelle de classe allant de A+ (très faibles émissions) à C (fortes émissions).
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RATING SYSTEM ACCREDITED BY CERTIFICATION BODY SGS

GREENBUILDING RATING®

Wallcrete Aquastop



KERAKOLL S.p.a.
Via dell’Artigianato, 9 - 41049 Sassuolo (MO) Italy
Tel +39 0536 816 511 - Fax +39 0536 816 581
info@kerakoll.com - www.kerakoll.com

ISO 9001
CERTIFIED
IT10/0327

ISO 14001
CERTIFIED

IT242729/UK

BS 18001
CERTIFIED

IT255412/UK

The Rating classifications refer to the GreenBuilding Rating® Manual 2013. This information was last updated in July 2019 (ref. GBR Data Report - 07.19); please note that additions and/or amendments may be made over time by KERAKOLL 
SpA; for the latest version, see www.kerakoll.com. KERAKOLL SpA shall therefore be liable for the validity, accuracy and updating of information provided only when taken directly from its institutional website. The technical data sheet given 
here is based on our technical and practical knowledge. As it is not possible for us to directly check the conditions in your building yards and the execution of the work, this information represents general indications that do not bind Kerakoll 
in any way. Therefore, it is advisable to perform a preliminary test to verify the suitability of the product for your purposes.

- Product for professional use
- abide by any standards and national regulations
- use at temperatures between +5 °C and +30 °C
- apply on dry substrates
- do not add binders or additives
- protect from direct sunlight and currents of air for the first 6 hours
- do not apply on dirty or loose surfaces
- dispose of as indicated in applicable legislation
- protect any surfaces and objects in the application area from accidental contact with the product
- if necessary, ask for the safety data sheet
- for any other issues, contact the Kerakoll Worldwide Global Service +39 0536 811 516 - globalservice@kerakoll.com

WARNING
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HIGH-TECH
Tensile strength after 28 days ≥ 1.2 N/mm2

Wallcrete/Wallcrete Aquastop/Microresina® Wall system tensile strength:
- adhesion after 28 days ≥ 0.8 N/mm2

- adhesion after water immersion ≥ 0.8 N/mm2

Values taken at +20 °C, 65% R.H.and no ventilation. Data may vary depending on specific conditions at the building site.

PERFORMANCE

Appearance milky white liquid
Specific weight ≈ 1.28 kg/dm3

Shelf life ≈ 12 months in the original packaging
Warning protect from frost, avoid direct exposure to sunlight and sources of heat
Pack 2 kg cans
pH  ≈ 2
Dilution  water
Humidity of the substrate  ≤ 2%
Temperature range for application  from +10 °C to +35 °C
Waiting time for next application  from 3 to 12 hrs
Dilution with water  30% by volume (first coat)
Coverage with two coats ≈ 0.1 kg/m2

Values taken at +23 °C, 50% R.H. and no ventilation. Data may vary depending on specific conditions at the building site, i.e.temperature, ventilation and absorbency level of the 
substrate.

TECHNICAL DATA COMPLIANT WITH KERAKOLL QUALITY STANDARD

Before use acclimatize the product to reach room temperature.
Protect all treated surfaces from rain and strong humidity during the first 48 hours following application.
High thicknesses of the product may alter the texture of the Wallcrete.
Do not allow percolation. If they are present, lightly sand until the build-up has been removed.
Once opened, the pack must be used as quickly as possible.

SPECIAL NOTES

The preparation of Wallcrete texturizing agent in environments with frequent contact with water should be carried out with 
single‑component water‑based eco‑friendly waterproofing product GreenBuilding Rating® 4 such as Wallcrete Aquastop by Kerakoll 
Spa. Apply with a brush. Average coverage after two coats must be ≈ 0.1 kg/m2. The substrate must be perfectly clean, dry and free from 
moisture rising.
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